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L TAS

Paving ASPHALT - GRADE VG -30 Date:
Series:
Specification Conforms ASTM D946/946M Sample No:
Properties Result Unit Limit Slaolgall
Penetration @25 °C, ASTM D5 59 mm/10 | 50-70 Lildd! Gl doys
Softening Point, ASTMD36 50.7 °c 49-56 gl d>ys
Kinematic Viscosity @135 °C, ASTM 315 Cst 300 min | &5l Il d>g il
D2170
Absolute Viscosity 60°C, 2720 Poises | 2400
min
Flash Point, ASTMD92 263 °c 232 min | & doys
Solubility in (CCL4) 99.5 % >99 Sboll Ll
ASTMD2042
Specific Gravity @25 °C, ASRM D70 1.06 - 1.01- sl s/
1.06
Ash Content W% ASTM D482 0.1 % NR 7737/ 8
Water Content ASTMD95 Nil % w <0.2 sloJf &
Loss on Heating W%, ASTM D6 0.14 % <0.5 Tl gl o /udd
Viscosity ratio at 60°C, 4 % 4 Max
Tests after loss on heating o Al gasd
B D%/ 4
Retained Penetration (T.F.0.T) ASTM D5 53 mm/10 | >51 LIG Gy
Retained Ductility (25) °C ASTM D113 85 cm >50 conudl LLHE
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